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GENERAL NOTES (REV. 4—2017)

GENERAL NOTES:

1.

THE CURRENT COUNTY OF DELAWARE REQUIREMENTS, TOGETHER WITH THE SPECIFICATIONS
OF THE STATE OF OHIO, DEPARTMENT OF TRANSPORTATION, INCLUDING ALL SUPPLEMENTS
THERETO, AND THE DCRSD CONSTRUCTION AND MATERIAL SPECIFICATIONS (CMS) AND
STANDARD DRAWINGS SHALL GOVERN ALL MATERIALS, METHODS OF CONSTRUCTION AND
WORKMANSHIP INVOLVED IN THE IMPROVEMENTS THAT ARE A PART OF THIS PLAN.

APPROVAL OF THESE PLANS IS CONTINGENT UPON ALL REQUIRED SANITARY SEWER
EASEMENTS BEING APPROVED BY THE DCRSD AND RECORDED WITH THE PROJECT FINAL
PLAT OR AS DIRECTED BY THE SANITARY ENGINEER PRIOR TO CONSTRUCTION.

THE CONTRACTOR SHALL NOTIFY THE SANITARY ENGINEER'S OFFICE FORTY—EIGHT (48)
HOURS PRIOR TO CONSTRUCTION.

ANY MODIFICATIONS TO THE WORK AS SHOWN ON THESE DRAWINGS SHALL HAVE PRIOR
WRITTEN APPROVAL BY THE SANITARY ENGINEER.

THE CONTRACTOR IS RESPONSIBLE FOR THE INVESTIGATION, LOCATION, SUPPORT,
PROTECTION, AND RESTORATION OF ALL EXISTING UTILITIES AND APPURTENANCES WHETHER
SHOWN ON THESE PLANS OR NOT. THE CONTRACTOR SHALL EXPOSE ALL UTILITIES OR
STRUCTURES PRIOR TO CONSTRUCTION TO VERIFY THE VERTICAL AND HORIZONTAL EFFECT
ON PROPOSED CONSTRUCTION. THE CONTRACTOR SHALL CALL, TOLL FREE, THE OHIO
UTILITIES PROTECTION SERVICE (1—800—362—2764) FORTY—EIGHT (48) HOURS PRIOR TO
CONSTRUCTION AND SHALL NOTIFY ALL UTILITY COMPANIES AT LEAST FORTY—EIGHT (48)
HOURS PRIOR TO WORK IN THE VICINITY OF THEIR UNDERGROUND LINES. THE IDENTITY
AND LOCATION OF THE EXISTING UNDERGROUND UTILITY FACILITIES KNOWN TO BE LOCATED
IN THE CONSTRUCTION AREA HAVE BEEN SHOWN ON THE PLANS AS ACCURATELY AS
PROVIDED BY THE OWNER OF THE UNDERGROUND UTILITY. THE COUNTY OF DELAWARE
AND THE SANITARY ENGINEER ASSUME NO RESPONSIBILITY AS TO THE ACCURACY OF THE
UNDERGROUND FACILITIES SHOWN ON THE PLANS.

. THE FOLLOWING UTILITIES AND/OR OWNERS ARE LOCATED WITHIN THE WORK LIMITS OF

THIS PROJECT AND DO NOT SUBSCRIBE TO A REGISTERED UNDERGROUND UTILITY
PROTECTION SERVICE. (UTILITY OWNER—PROVIDE NAMES AND PHONE NUMBERS: TELEPHONE,
WATER, STORM SEWERS, SANITARY SEWERS, ETC.).

THE CONTRACTOR SHALL CONFINE HIS ACTIVITIES TO THE PROJECT SITE UNDER
DEVELOPMENT, EXISTING RIGHTS—OF—WAY, CONSTRUCTION EASEMENTS AND PERMANENT
EASEMENTS, AND SHALL NOT TRESPASS UPON OTHER PRIVATE PROPERTY WITHOUT THE
WRITTEN CONSENT OF THE PROPERTY OWNER.

COMPLIANCE WITH THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970, AS AMENDED,
AND APPLICABLE OSHA REGULATIONS IS REQUIRED OF ALL CONTRACTORS ON THE
PROJECT. EACH CONTRACTOR AND SUBCONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING,
MAINTAINING, AND SUPERVISING ALL SAFETY REQUIREMENTS, PRECAUTIONS, AND
PROGRAMS IN CONNECTION WITH THE WORK.

THE TRACKING OF MUD, DIRT, AND DEBRIS UPON ANY PUBLIC ROADWAY IS PROHIBITED
AND ANY SUCH OCCURRENCE SHALL BE CLEANED UP IMMEDIATELY BY THE CONTRACTOR.
THE CONTRACTOR SHALL CLEAN UP ALL DEBRIS AND MATERIALS RESULTING FROM
CONSTRUCTION OPERATIONS AND RESTORE ALL SURFACES, STRUCTURES, DITCHES, AND
PROPERTY TO ITS ORIGINAL CONDITION AND TO THE SATISFACTION OF THE SANITARY
ENGINEER.

10. ANY TREES OR LANDSCAPING IN EXISTING EASEMENTS OR PUBLIC RIGHT—OF—WAY SHALL

1.

BE PROTECTED AND NOT IMPACTED BY CONSTRUCTION ACTIVITIES UNLESS PRIOR
APPROVAL IS OBTAINED BY THE SANITARY ENGINEER. ANY TREES OR LANDSCAPING THAT
ARE APPROVED TO BE REMOVED ARE REQUIRED TO BE REPLACED TO THE SATISFACTION
OF THE SANITARY ENGINEER.

THE CONTRACTOR SHALL OBTAIN ANY AND ALL NECESSARY PERMITS PRIOR TO BEGINNING
CONSTRUCTION. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE APPLICABLE
FEDERAL, STATE, AND LOCAL REGULATIONS AND REQUIREMENTS.

12. WHERE IT IS ANTICIPATED THAT THE UTILITY WORK WILL CLOSE A STREET, THE

CONTRACTOR SHALL INFORM RESIDENTS TO BE AFFECTED, THE COUNTY SHERIFF'S OFFICE
OR LOCAL POLICE DEPARTMENT, THE FIRE DEPARTMENT, THE SANITARY ENGINEER, THE
COUNTY ENGINEER, THE APPLICABLE SCHOOL DISTRICT, AND OTHER APPLICABLE ENTITIES
AS TO THE EXTENT, NATURE, AND TIME OF THE ANTICIPATED WORK.

13.PROHIBITED  CONSTRUCTION ACTIVITIES:  THE FOLLOWING  CONSTRUCTION

ACTIVITIES  ARE PROHIBITED ON THE PROJECT:

*USING ANY SUBSTANCE OTHER THAN WATER TO CONTROL DUST.
*TRACKING OF MUD, DIRT AND DEBRIS ONTO ANY PUBLIC ROADWAY.
*OPEN BURNING OF PROJECT DEBRIS WITHOUT A PERMIT. THE CONTRACTOR IS RESPONSIBLE

FOR OBTAINING THE PERMIT OR DISPOSING OF TREES AND STUMPS.

PUMPING OF SEDIMENT—LADEN WATER FROM TRENCHES OR OTHER EXCAVATIONS INTO ANY

SURFACE WATERS, ANY STREAM CORRIDORS, ANY WETLANDS, OR STORM SEWERS.

*DISCHARGING POLLUTANTS, SUCH AS CHEMICALS, FUELS, LUBRICANTS, BITUMINOUS

MATERIALS, RAW SEWAGE, AND OTHER HARMFUL WASTE INTO OR ALONGSIDE RIVERS,
STREAMS, IMPOUNDMENTS, OR INTO NATURAL OR MAN—MADE CHANNELS LEADING THERETO.

*STORING CONSTRUCTION EQUIPMENT AND VEHICLES AND/OR STOCKPILING CONSTRUCTION

MATERIALS ON PROPERTY, PUBLIC OR PRIVATE, NOT PREVIOUSLY SPECIFIED FOR SAID
PURPOSES.

*DISPOSING OF EXCESS OR UNSUITABLE EXCAVATED MATERIAL IN WETLANDS OR

FLOODPLAINS, EVEN WITH THE PERMISSION OF THE PROPERTY OWNER.

*INDISCRIMINATE, ARBITRARY, OR CAPRICIOUS OPERATION OF EQUIPMENT IN ANY STREAM

CORRIDORS, WETLANDS, SURFACE WATERS, OR OUTSIDE THE EASEMENT AREA.

PERMANENT OR UNSPECIFIED ALTERATION OF THE FLOW LINE OF A STREAM.
*REMOVAL OF TREES AND SHRUBS, OR DAMAGING VEGETATION OUTSIDE THE LIMITS OF THE

CONSTRUCTION AREA.

*DISPOSAL OF TREES, BRUSH AND OTHER DEBRIS IN STREAM CORRIDORS, WETLANDS,

SURFACE WATERS, OR AT UNSPECIFIED LOCATIONS.

14. SEDIMENT AND EROSION CONTROL. THE CONTRACTOR SHALL SUBMIT A COPY OF THE

STORMWATER POLLUTION PREVENTION PLAN (SWPPP) TO THE SANITARY ENGINEER THAT
HAS BEEN APPROVED BY THE GOVERNING STORM WATER AUTHORITY (I.E., DELAWARE
COUNTY ENGINEER’S OFFICE, CITY OF POWELL, VILLAGE OF SUNBURY, ETC.) PRIOR TO THE

PRE—CONSTRUCTION MEETING FOR THE SANITARY SEWER. ADDITIONAL EROSION AND
SEDIMENTATION CONTROLS MAY BE REQUIRED AT THE DISCRETION OF THE SANITARY

ENGINEER BEFORE AND/OR DURING CONSTRUCTION ACTIVITIES.

SANITARY SEWER NOTES:
1. ALL SANITARY SEWERS SHALL BE SEPARATED A MINIMUM OF 10 FEET HORIZONTALLY AND

1.5 FEET VERTICALLY FROM ALL WATER MAINS.

2. WHEREVER A SANITARY SEWER MUST CROSS AN EXISTING WATER MAIN, THE ELEVATION OF
THE CROWN OF THE SEWER SHALL BE AT LEAST 1.5 FEET MINIMUM, MEASURED BETWEEN
THE OUTSIDE PIPE WALLS, BELOW THE BOTTOM OF THE WATER MAIN.

3. ALL GRAVITY SANITARY MAINS (8 INCHES THROUGH 15 INCHES) AND SERVICES (6 INCH)
SHALL BE PVC PIPE MEETING THE REQUIREMENTS OF ASTM D—3034, SDR 35, CELL CLASS
12454, UNLESS OTHERWISE NOTED. PVC SEWER JOINTS SHALL MEET ASTM 3212
SPECIFICATIONS. FOR PIPE SIZES 18 INCHES AND LARGER, PVC PIPE SHALL CONFORM TO
ASTM F 679, WITH A CELL CLASSIFICATION OF 12454. PIPE AND FITTINGS SHALL BE SDR
26 OR PS 115 FOR DEPTHS GREATER THAN 20 FEET. FOR PIPES WITH DEPTHS GREATER
THAN 28 FEET, PLEASE SEE THE DISTRICT CMS.

4. THERE SHALL BE NO STORM OR CLEAN WATER CONNECTIONS TO THE SANITARY SEWER
(ROOF DRAINS, FOOTER DRAINS, ETC.)

5. ALL SANITARY SEWER WYE FITTINGS SHALL HAVE A 10—FOOT MINIMUM SERVICE EXTENSION
INSTALLED PRIOR TO THE SERVICE BEING CAPPED AND BACKFILL BEING PLACED OVER THE
MAINLINE AND LATERAL SEWER.

6. TRENCH DAMS ARE REQUIRED FOR ALL SANITARY SERVICES AND SHALL BE CONSTRUCTED
OF NATIVE CLAY OR IMPERVIOUS SOIL ACROSS AND ALONG THE TRENCH UPSTREAM OF
THE MAIN LINE SEWER TO RETARD AND RESIST THE MOVEMENT OF GROUNDWATER
THROUGH THE TRENCH BEDDING OR BACKFILL MATERIAL. COMPACT THE TRENCH DAMS TO
6 FEET IN LENGTH, AS MEASURED ALONG THE SERVICE CENTERLINE TO A LIMIT OF 36
INCHES ABOVE THE TOP OF PIPE.

7. SEWER TRENCHES SHALL BE DE—WATERED TO 2 INCHES BELOW THE BELL OF PIPE PRIOR
TO INSTALLATION OF PIPE.

8. THE CONTRACTOR SHALL PROVIDE AND INSTALL WYE POLES AT ALL WYE LOCATIONS AS
CONSTRUCTED. WYE POLES SHALL EXTEND ABOVE THE EXISTING OR PROPOSED GRADE,
WHICHEVER IS HIGHER, A MINIMUM OF 2 FEET.

9. ANY FIELD TILE DISTURBED DURING CONSTRUCTION SHALL BE REPLACED AS DIRECTED BY
THE SANITARY ENGINEER WITH PVC PIPE SPANNING THE TRENCH. THE TRENCH SHALL BE
FILLED WITH COMPACTED GRANULAR BACKFILL.

10. FINISH GRADE AT ALL SANITARY MANHOLES SHALL BE AT LEAST 6 INCHES BELOW TOP OF
CASTING TO AVOID UNNECESSARY INFILTRATION INTO THE SANITARY SEWER SYSTEM.

11. ALL SANITARY SERVICES SHALL BE INSTALLED WITH A MINIMUM 2.08% SLOPE UNLESS
OTHERWISE NOTED ON PLANS.

12. BACKFILL SHALL BE INSTALLED PER TYPICAL TRENCH DETAIL SA.S—-2.

13. SERVICE RISERS SHALL BE INSTALLED WHERE DEPTHS FROM THE WYE TO THE EXISTING OR
PROPOSED ELEVATION EXCEEDS 12 FEET. THE TOPS OF RISERS SHALL BE NO MORE THAN
10 FEET BELOW EXISTING OR PROPOSED SURFACE ELEVATION, WHICHEVER IS HIGHER,
UNLESS OTHERWISE NOTED.

14. CONTRACTOR SHALL INSTALL PLUGS IN THE UPSTREAM AND DOWNSTREAM INVERTS OF THE
CONNECTION MANHOLE. THE PLUGS SHALL BE INSPECTED BY THE CONTRACTOR ON A
WEEKLY BASIS AND AFTER RAINFALL EVENTS.

15. SANITARY SEWERS SHALL BE TESTED BY AIR TESTING METHOD. AIR TESTING SHALL BE
MADE IN ACCORDANCE WITH ASTM F1417—92. ALLOWABLE LEAKAGE SHALL NOT EXCEED
THE LIMITS AS SHOWN IN CMS ITEM 409.01. CONTRACTOR SHALL COOPERATE WITH THE
SANITARY ENGINEER AND PROVIDE ALL NECESSARY EQUIPMENT TO PERFORM THE TESTING.

16. SANITARY MANHOLES SHALL BE TESTED USING VACUUM TEST METHODS PER CMS ITEM
409.02.

17.WHEN PVC PIPE IS USED A DEFLECTION TEST SHALL BE PERFORMED. PIPE DEFLECTION
SHALL NOT EXCEED 5 PERCENT IF TESTED AFTER 30 DAYS, OR 7.5 PERCENT IF TESTED
AFTER 90 DAYS FROM THE TRENCH BEING BACKFILLED TO FINISH GRADE. THE METHOD
OF TESTING SHALL BE SUBJECT TO THE APPROVAL OF THE SANITARY ENGINEER. IF RIGID
BALLS OR MANDRELS ARE USED TO TEST THE PIPE DEFLECTION, NO MECHANICAL PULLING
DEVICES SHALL BE USED. ANY LINES WHICH FAIL THE TEST MUST BE REPAIRED AND
RETESTED BY THE CONTRACTOR AT NO COST TO THE DCRSD.

18. ALL SANITARY MANHOLES SHALL BE STAMPED ‘DELAWARE COUNTY REGIONAL SEWER
DISTRICT”. ALL WATERTIGHT MANHOLES SHALL HAVE A T—GASKET AND CONCEALED PICK
HOLES. ALL SANITARY MANHOLES SHALL BE NEENAH R—-1760A WITH ‘DELAWARE COUNTY
REGIONAL SEWER DISTRICT” CAST IN THE MANHOLE.

19. THE FOLLOWING SET OF TOOLS AND SPARE PARTS SHALL BE DELIVERED TO THE SANITARY
ENGINEER’S OFFICE PRIOR TO FINAL ACCEPTANCE OF THE PROJECT: FIVE (5) CONCRETE
GRADE RINGS; ONE (1) MANHOLE LIFTING HOOK; AND ONE (1) COMPLETE MANHOLE
CASTING (FRAME AND LID). AN ADDITIONAL SET OF SPARE PARTS SHALL BE PROVIDED
FOR EVERY TEN (10) MANHOLES.

R/W TO R/W OR STATION
PAVEMENT ZONE LIMIT SHOWN ON SEWER PROFILES

/A ESTIMATE OF QUANTITIES
QUANTITY
ITEM | UNIT e DESCRIPTION
PHASE B PHASE C | PHASE D [ FUA>
604 EA 7 6 7 3 5 1 MANHOLE, TYPE "A”, DCRSD NO.3
604 EA 0 3 0 1 0 MANHOLE, TYPE "A”, DCRSD NO.6
604 EA 1 1 1 1 CONNECT TO EXISTING MANHOLE
603 LF 0 265 O 265 0 8” SANITARY SEWER (0'-8’ DEEP) PVC SDR-26 CL.160
603 LF 0 222 0 0 0 8” SANITARY SEWER (0'-8’ DEEP) PVC SDR-35
603 LF 1023 1172 | 1224 794 291 158 8” SANITARY SEWER (8'-12’ DEEP) PVC SDR-35
603 LF 718 551 0 225 0 8” SANITARY SEWER (12’-16" DEEP) PVC SDR-35
603 EA 30 26 12 12 1 8" x 6" WYE FITTING
603 EA 0 4 0 4 0 8" x 6” WYE FITTING, SDR—26 CL.160
603 LF 8 0 0 3 6” HOUSE CONNECTION SERVICE RISER*
603 LF 654 685 744 280 294 24 6” DIAMETER SANITARY SERVICE PIPE, PUC SDR-35
* QUANTITY LISTED REPRESENTS LENGTH OF PIPE NOT LENGTH OF TRENCH.
NOTES:
QUANTITIES LISTED ABOVE ARE ESTIMATES AND SUBJECT TO REVISION DURING CONSTRUCTION. THE
CONTRACTOR IS DIRECTED TO VERIFY ALL QUANTITIES PRIOR TO PREPARING AND SUBMITTING HIS BID.
ALL ITEMS OF WORK CALLED FOR ON THIS PLAN FOR WHICH NO SPECIFIC METHOD OF PAYMENT IS
INDICATED SHALL BE PERFORMED BY THE CONTRACTOR AND THE COST OF SUCH WORK SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR THE VARIOUS ITEMS.
THE CONTRACTOR SHALL INCLUDE IN HIS BID THE ADJUSTMENT OF PROPOSED MANHOLE CASTINGS 3” TO
6” AS NECESSARY, BASED ON WALK—THROUGH COMMENTS.
8 INCH SANITARY BETWEEN MANHOLE #67 & #68 SHALL BE PVC PIPE MEETING THE REQUIREMENTS OF
ASTM D2241, CLASS 160 SDR 26, CELL CLASS 12454 WITH JOINTS CONFORMING TO ASTM D3139.
WATERTIGHT MANHOLE FRAME
AND BOLTED LID. FRAMES
AND LIDS SHALL BE NEENAH
R—1916—C, EAST JORDAN
1932, OR APPROVED EQUAL.
NNV D ¢ L= »4‘@&7&%%5{\7\\&\\/\%‘7
/\//\\(/\\(/\\(/\\//\\//\‘\(%3%3%% o . BB N
AN 25.5" N
PROVIDE CONCRETE TO “~\X\Y ‘7. o774
TOP OF PRECAST SECTION “\\Y...~T- " ¥/~ CONSTRUCT CONCRETE SLAB
IN PAVED AREAS ONLY. NS < /;/ ANCHOR WITH CLASS QC4
R —[ 9" CONCRETE PER ODOT ITEM
04" 499. REINFORCE WITH 3
RINGS OF NO. 4 BARS
// LAPPED 10", IN PAVED
PRECAST CONE AREAS ONLY.
SECTION
VENT 1/16” STAINLESS STEEL MESH SCREEN

/2" SCH. 40 GALVANIZED PIPE

NOTE:

WATERTIGHT MANHOLE CASTING TO BE USED AT
THE DIRECTION OF THE SANITARY ENGINEER.

5 ____——WATERTIGHT FRAME AND COVER

4T~ class qca CONCRETE

I CAP END

PER ODOT ITEM 499 b
IN PAVED AREAS ONLY. it

i NOTE:

i AT THE LOCATION DIRECTED BY THE
SANITARY ENGINEER, A MARKING POST
SHALL BE ERECTED TO MARK THE LOCATION
OF MANHOLES LOCATED ON AGRICULTURAL
OR WOODED LAND AND AS DIRECTED BY
THE SANITARY ENGINEER.

TYPICAL WATERTIGHT MANHOLE CASTING
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LESS THAN 6' OF FILL & & SUBGRADE TO THE TOP T
FROM THE PROPOSED N #4 STONE % OF NO. 4 STONE. oboT opoT
SUBGRADE TO THE TOP ¢ Y < 3 o [TEM 203 \J/ COMPACTED GRANULAR ,  TTEM 203
OF THE UTILITY, USE FOR UTILITIES WITH a $ BACKFILL ODOT ITEM *304 N\
FULL-DEPTH LESS THAN &' OF AL 2 f o 0y A
COMPACTED GRANULAR *ALL MATERIALS ARE TO BE PLACED FROM THE PROPOSED N RO %,
MATERIAL PER ODOT IN LIFTS OF 1 FT. OR LESS. SUBGRADE TO THE TOP N <&
ITEM 304. OF THE UTILITY, USE 9

SANITARY SEWER OR FORCE MAIN CROSSING THE ROAD FULL-DEPTH
/L COMPACTED GRANULAR *ALL MATERIALS ARE TO BE PLACED
ROAD R/W FINISH GRADE. MATERIAL PER ODOT IN LIFTS OF 1 FT. OR LESS.
ITEM 304.
— SANITARY SEWER OR FORCE MAIN CROSSING CONDOMINIUM ROAD, PRIVATE ALLEY

COMPACTED GRANULAR
BACKFILL ODOT ITEM 304
TO 1" BELOW FINISH GRADE.

#4 STONE
SANITARY SEWER OR FORCE MAIN PARALLEL TO ROAD INSIDE OF R/W

c/L 7’ FROM EDGE
ROAD OF PAVEMENT R/W 7~ FINISH GRADE.

L

7‘
PAVEMENT ZONE LINE — AN INFLUENCE
OF INFLUENCE (TYP.) N
COMPACTED BACKFILL ODOT ITEM 203. ————\-
z.

**COMPACTED GRANULAR
BACKFILL ODOT ITEM 304.

=
SANITARY SEWER OR FORCE MAIN EERN
<&
PARALLEL TO ROAD OUTSIDE OF R/W \#4 STONE

@)

** FOR CUT SITUATIONS OUTSIDE OF THE R/W,
NATIVE SOILS MAY BE USED FOR BACKFILL AS
LONG AS 95% COMPACTION IS MET. TESTING IS
REQUIRED FOR THE LAST 5 FEET OF FILL BEING
PLACED AND MAY BE REQUIRED FOR ALL TRENCH

OR OTHER PAVED AREA/PARKING LOT

5 FROM EDGE

OF PAVEMENT FINISH GRADE.

COMPACTED BACKFILL ODOT ITEM 203.

SANITARY SEWER OR FORCE MAIN

ROAD/PRIVATE ALLEY OR OTHER PAVED

LINE OF
INFLUENCE

N\
PAVEMENT ZONE LINE/ \

OF INFLUENCE (TYP.)

**COMPACTED GRANULAR
BACKFILL ODOT ITEM 304.

PARALLEL TO CONDOMINIUM

AREA /PARKING LOT

** NATIVE SOILS MAY BE USED FOR BACKFILL AS

LONG AS 95% COMPACTION IS MET. TESTING IS
REQUIRED FOR THE LAST 5 FEET OF FILL BEING
PLACED AND MAY BE REQUIRED FOR ALL TRENCH
BACKFILL AT THE DISCRETION OF THE SANITARY
ENGINEER.

omeER TYPICAL BACKFILL (CONDOMINIUM ROAD

TYPICAL BACKFILL (PUBLIC/PRIVATE ROADS)

OR OTHER PAVED AREA) - (MODIFIED)

Sa. S—2 SHEET 1 (THIS DETAIL APPLIES TO THE PRIVATE ALLEYS)

NOT TO SCALE

Sa. S—2 SHEET 2
NOT TO SCALE

. 187 MAX. — MANHOLE OR AIR
: / RELEASE CASTING
RS BSRS AN
7 A

36” (MIN)

EXTERIOR DESIGN: THE MARKER POST MUST BE GREEN IN COLOR AND
TRIANGULAR IN_ SHAPE WITH EACH SIDE AT LEAST 3” WIDE. A 2%” WIDE
DECAL SHALL FIT ON EACH SIDE OF THE MARKER. DECALS SHALL BE PLACED
ON ALL THREE FLAT SIDES TO ENSURE THAT A WARNING MESSAGE CAN BE
SEEN FROM ANY DIRECTION.

FLEXIBLE STYLE: THE MARKER SHALL BE FLEXIBLE AND REBOUND IF HIT BY
AN AUTOMOBILE. THE MARKER SHALL WITHSTAND A MINIMUM OF FIVE VEHICLE
IMPACTS AT 45MPH.

WEATHERING STABILITY: THE MARKING POST SHALL NOT SIGNIFICANTLY FADE
OR BECOME BRITTLE WHEN EXPOSED TO ULTRAVIOLET LIGHT FOR A MINIMUM
OF TEN YEARS. THE MARKING POST SHALL BE TEMPERATURE STABLE FROM
—40° TO +150".

SOIL_ANCHOR: SOIL ANCHORS SHALL BE GALVANIZED STEEL, 13” LONG
(MIN.) AND HAVE PUNCH TABS WHICH LOCK INTO THE TRIANGULAR POST
WHEN INSERTED IN THE ANCHOR. ANCHORS ARE TO BE INSTALLED FLUSH
WITH THE GROUND SURFACE. ™

ACCEPTABLE MANUFACTURERS: RHINO TRIVIEW = WITH SOIL ANCHOR OR
APPROVED EQUAL.

DECAL: DETAILS SHALL BE APPROVED BY THE SANITARY ENGINEER PRIOR TO
INSTALLATION.

TYPICAL MANHOLE/AIR RELEASE MARKING

Sa. S-9
NOT TO SCALE
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